
DUCT FANS
BDRKF 
BDTX
BPX
BFTX
BDKF
BDKF-R
BYDF

BSKF
BSKF-R
BKEF
BKEF-T
BKEF-R
BHV
BHV-R
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Technical  Drawings

Strong air suction / high pressure / high effiency / powerful
design / low noise / laminar air flow

BDRKF
AC CENTRIFUGAL MOTORIZED IMPELLERS
Backward Curved

DUCT FANS
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DUCT FANS

26

Accessories

BSC BSC-F
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DUCT FANS

28

Technical  Drawing

Straight airflow and easy installation - with the high pressure stability,
low noise level and high efficiency. Both sides of the BDTX fans is 
suitable to fit into the centrifugal duct and can be fixed with fastening
clamps. Fans can be performed in any mounting position. 

BDTX
AC CENTRIFUGAL IN LINE DUCT FANS
Backward Curved
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Accessories

BSC BYEB BYF

BYH BYKS

DUCT FANS

30
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DUCT FANS

32

Technical  Drawing

Straight airflow and easy installation - with the high pressure stability,
low noise level and high efficiency of centrifugal fans. Both sides of
the BPX fan should be fitted into the tube and can be fixed with 
fastening clamps. Fans can be performed in any mounting position.

BPX
AC IN LINE DUCT FAN
Plastic Housing

ØD

ØD

A

C1
C2

B

E

Accessories

BSC BYKS BYH BYEB
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DUCT FANS

34

Technical  Drawing

Straight airflow and easy installation to the wall - high pressure 
stability, low noise level and high efficiency.

BFTX
AC WALL MOUNTED DUCT FANS
Backward Curved

Accessories

BSC
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DUCT FANS

36
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DUCT FANS

38

Technical  Drawing

Bahcivan Brand Rectangular In-Line Duct Fans engineered for
medium and large ventilation needs where space is at a premium.
BDKF Rectangular fans developed and manufactured for high 
performance, trouble-free, and direct-to-duct operations. 
The motorized impeller is mounted on a hinged door - the user just
swings the door out for easy access to the impeller for maintenance.

BDKF
AC RECTANGULAR IN LINE DUCT FANS
Backward Curved

E

D
F

B

GA
C
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DUCT FANS

40

Accessories

BSC BSC-F

BDEB BDH BDKS
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DUCT FANS

42

Technical  Drawing

Motor is out of Airflow
Smoke Exhaust Fan (-40…..+120C)
Smoke Exhaust Fan F400 c 2h
Exproof Exhaust Fan (explosion proof fan) 

BDKF-R
AC DIRECT DRIVE RECTANGULAR IN LINE 
DUCT FANS
Backward Curved

Accessories

BSC-F BDEB BDH BDKS
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DUCT FANS

44

Technical  Drawing

Both inlet and outlet connections, as well as configuration can be
changed for each model of BYDF series. Due to it’s unique structure,
installation is being made much easier and flexible. 400C heated
smoke can be vented out for 2 hours.

BYDF
AC RECTANGULAR SMOKE EXHAUST FANS
Backward Curved

1200C - 4000C/2h

Accessories

BSC-F BDEB BDH BDKS
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DUCT FANS

46

Technical  Drawing

Bahcivan Brand Rectangular In-Line Duct Fans engineered for
medium and large ventilation needs where space is at a 
premium. BSKF Rectangular fans developed and manufactured
for higher pressure performance, trouble-free, and direct-to-duct
operations. The motorized impeller is mounted on a hinged 
door - the user just swings the door out for easy access to the 
impeller for maintenance.

BSKF
AC RECTANGULAR IN LINE DUCT FANS
Forward Curved

F

B

E

G

C A

Ø10x8

D

Accessories

BSC BSC-F

BDEB BDH BDKS
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DUCT FANS

48

Technical  Drawing

Smoke Exhaust Fan (-40…..+120C)
Smoke Exhaust Fan F400 c 2h
Exproof Exhaust Fan (explosion proof fan) 

BSKF-R
AC DIRECT DRIVE RECTANGULAR IN LINE
DUCT FANS
Forward Curved
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DUCT FANS

50

Accessories

BSC BSC-F BDEB BDH BDKS
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DUCT FANS

52

Technical  Drawing

BKEF
AC KITCHEN EXHAUST FANS
Backward Curved

To clean and serve easily; BKEF fans have an intervention cover 
on side. Fan connection and anti-vibration mountings are added to 
isolation bottom frame. The casing is manufactured from 
double-skinned galvanised sheet steel and insulated with 50 mm
mineral wool. Low noise levels. 
Up to 120 degrees hot air can be transfered.

Accessories

BSC-F BYH
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DUCT FANS

54

Technical  Drawing

The unit has a swing-out door for easy installation and service. 
The direction of the door opening can easily be changed from left 
to right. Fan connection and anti-vibration mountings are added to 
izolation bottom frame. The casing is manufactured from 
double-skinned galvanised sheet steel and insulated with 50 mm 
mineral wool. Up to 120 degrees hot air can be transfered. 
Low noise levels.

BKEF-T
AC KITCHEN EXHAUST FANS
Forward Curved

Accessories

BSC-F BYH
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DUCT FANS

56
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DUCT FANS

58

Technical  Drawing

Removable panels provide flexibility on air flow direction. 
Suitable mounting at each mounting position. 
Safe and no maintenance needed. 
Panels with double walls are manufactured of 20mm mineral 
wool isolated galvanize sheetsteel.

BKEF-R
AC KITCHEN EXHAUST FANS
Backward Curved

Accessories

BSC-F BDH

BDEB
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DUCT FANS

60

Technical  Drawing

BHV (double inlet fans) can be manufactured for the flow rates 
between 500 and 50000 m3/h. 
Unit panels are covered with 20mm polyurethane. Max. efficiency
with low energy. Acustic isolated to noise and works vibration-free.

BHV
AC VENTILATION UNITS
Forward Curved

Accessories

BSC-F BDEB BDH BDKS

K1 K2 K3

K4 K5 K6

K7 K8 K9

INLET - OUTLET POSITIONS
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DUCT FANS

62
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DUCT FANS
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DUCT FANS
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DUCT FANS
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DUCT FANS

70

Technical  Drawing

BHV-R (double inlet fans) can be manufactured for the flow rates 
between 500 and 90000 m3/h. 
Unit panels are covered with 20mm polyurethane. Max. efficiency
with low energy. Acustic isolated to noise and works vibration-free.

BHV-R
AC VENTILATION UNITS
Backward Curved

Accessories

BSC-F BDEB BDH BDKS

INLET - OUTLET POSITIONS

K7 K8 K9
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DUCT FANS
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DUCT FANS
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DUCT FANS
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DUCT FANS
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DUCT FANS

80

bahcivanMASTER_Layout 1  04.02.2013  16:06  Page 80



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




